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Manhattan/CDT: Audio Cable

Microphone & Control - P - Multiconductor - Braided Shield-Overall

VOLTAGE TEMPERATURE TYPE CONSTRUCTION: SPECIFICATIONS:
300V 75°C CMG Conductor:Stranded tinned copper
300V 80°C 2095 Insulation: Color coded PVC @ C@ “ @ EEE
300V 80°C 2464  Shield: Braided tinned copper UL Standard 444/CSA C22.2
450V 80°C (85% coverage) UL AWM Styles (As noted)
(Suggested) Jacket: Chrome Gray PVC. NEC Article 800
NEC Type CMG
CEC/CSA Type CMG - (FT-4)
DESCRIPTION:
__::__.__,____-"'"_ For:Audio and sound systems where severe flexing may exist
requiring added tensile strength.
NOM. JKT. NOM. APPROX. UL/AWM
PART | NO. OF THICKNESS O.D. WT./M’ NEC/CEC COLOR
NO. COND. INCHES INCHES LBS. NO. CODE
#22 AWG (7/30) INSULATION .016" NOMINAL
M3202 2 175 18
M13203 3 .020 .199 29 2095, CMG Chart 2
M3204 4 .210 28
#20 AWG (7/28) INSULATION .016" NOMINAL
M3206 2 .200 22
M3207 3 .020 .220 26 2095, CMG Chart 2
M3208 4 .230 35
M13209 6 .032 .305 70
2464, CMG Chart 1
M13210 12 .040 .400 119
#18 AWG (16/30) INSULATION .016" NOMINAL
M3212 2 .235 30
M3213 3 .020 .245 38 2095, CMG Chart 2
M3214 4 .255 52
#16 AWG (19/.0117) INSULATION .016" NOMINAL
M3216 2 .250 39
.020 2095, CMG Chart 2
M3217 3 .255 48
#14 AWG (41/30) INSULATION .020" NOMINAL 450V
M33218 2 .290 58 450V
M33219 3 020 295 64 Not UL Recognized Chart 2
#12 AWG (65/30) INSULATION .020" NOMINAL 450V
M33220 2 .335 85 450V
M33221 3 020 340 112 Not UL Recognized Chart 2
REV 1/00
http://www.manhattancdt.com/catal og/audiol9a.htm 6/4/02



Wire & Cable Search Results

Wire & Cable Search Results

Pagelof 1

Manhattan/CDT =

A DIVISION OF
CABLE DESIGN TECHNOLOGIES

Audio Cable

Part Number |No. of Pairs |No. of Cond.|RG Type|AWG Size|Stranding | Shielding [NEC Type

M3216 2 16 (19/.0117) |Braid - OA] CMG
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